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Mechanical Properties

Processing of plate orders for Home Sales through Vacuum Degassing (VD)/Isothermal/normal
route as per customer requirements.

Category

UT

ur

IMPACT

SPLTDC

Normalised
Plate

Normalised
Rolling

Requirement Process
Vacuum Degassing  Isothermal

Grade Specifications/ (VD) (Ref A20/A20 (Ref A20/A20 ~ Normal
Sub Grades M:07 CI5.3.4 & S1) M:07 CI5.3.4)
IS2062E 250 A, B, C,
A/SA 283 A/SA 36,

Mild BS4360 Gr 43A, BS/DIN = 50 mm 40to <50mm <40 mm
EN 10025 8235, 275 All grades with UT Al grades All grades
JIS G 3101 SS 400, with UT

DIN 17100 RSt 37.2, 44.2
Other Equivalent grades

Boiler 1S 2002/1,2,3, 1S2041/1,2
Quality ~ A/SA515&516 Grades =50 mm 40t0 <50 mm <40 mm
(Normal ~ A/SA 285

strength) ~ DIN 17155 HI, EN 10028
2-P 235 GH, P265GH, All thickness - -
EN 10028-2-P275

Boiler BS 1501-1

Quality ~ BSEN10028-2-P295GH Al thickness - -
(High & 355GH

Strength) ~ BS EN 10028-3-P355

A/SA 537 Class 1,152041/3 = 50 mm 40 t0 <S0mm <40 mm
Boiler A/SA 204, SATL FRS All thickness = =
Qlty. (Spl)
High 1S 2062 E 300,350,410 =50 mm 40to <S0mm <40 mm

Tensile Sailma 300, 300HI/350,
350HI/410, 410HI
ASTM A 572 Gr 42, 50,
DIN 17100 St 52.3
BS/DIN EN $355 JO, JR,
J2, NL GOST 9G2S,
10G2S1, BS4360 Gr 50

Special API, DMR, SAILHITEN,  All thickness
SAILHARD, SAILMA 450
550, 600 SAILMA 450HI
SS0HI, 600HI, HT 750
1S2062 E 450 D, E
A 588, A 242, GOST5521
Hot Saw Disc

All grades Al specifications/ > 50 mm 40to <50 mm <40 mm
Sub grades
All grades  All specifications/ Impact test tempe-
Sub grades rature lower than
(=) 20°C
All grades Al specifications/ As per Customer’s
sub grades requirement or
agreement

As per mandatory requirement of the specification or as per agreed TDC

As per requirement of the customer
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