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Steel Authority of India Limite
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( HIHX F1 31:@;.,1;) (A Govt. of India Enterprises)

'p f"‘?’ﬂg TEqTE T ‘ BHILAI STEEL PLANT
SEE BHILAI - 490001

ﬁ ﬁ!ﬁﬁf 490001 %_Cfﬂll":\x : 0788-222890,223491,2223«

” e-mail : sailbsp@vsnl.com

OFFICE OF THE DGM CUM MINES MANAGER
HIRR] MINES

No.OMQ/Hm/Mm/Env./2018/ 7 0% Date:-|08/2018
To,

Additional Director

Ministry of Environment & Forrest

Paryavaran Bhawan,CGO Complex,Lodhi Road,
New Delhi-110001.

Sub.:- Six monthly report of letter no.J-11015/65/2003-1A-11(M) dated 31* March
2005.

Dear Sir,
The Six monthly compliance report ( Jan-18 To June-18 ) of above subject
letter in respect of Hirri Dolomite Mines is enclosed here with of your kind

perusal please.
This is for necessary action please. Q - 2\\“
i o‘N

%/( Sanjay Boratwar )
GM Cum Mines Manager

Hirn Mines |

| The Director(CPCB),Parivesh Bhawan, N D (?q ‘ﬁl?:dﬁm
CBD-Cum-office complex,East Arjun Nagar,Deihi-110032. y. ﬁ!e;%rala Sagagel

ff@arE /Hirri Mines

2 Shri Kanwarjit singh APCCF(C) '
Ministry of Environment & Forrest,Climate change

Regional Office,( WCZ), Ground floor, East Wing,

New Secretanat Building,Civil line,Nagpur-440001.

3 Member Sccrctary,CECB,Raipur(C.G,).

4 Regional Ofﬁcer,CECB,Bilaspur (C.G).
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A SPECIFIC CONDITIONS

General Condition

Status

(1)

No two pits shall be simultaneously worked i.e. before the

first pit 1s exhausted and reclamation work completed, no
mineral area shall be worked..

Partly merger of two pit in a single is
completed and being worked as single pit.

(1)

After exhausting the first mine pit and before starting
mining operation in the next pit,reclamation and
plantation work in the exhausted pit shall be completed so
as to ensure that reclamation,forest cover and vegetation
are visible during the first year of mining operation in the
next pit. This process will follow till the last pit s
exhausted. Adequate rehabilitation of mine pit shall be
completed before any ore bearing are worked.

Backfilling, reclamation work is in
accordance with the approved mining
scheme which 1s mined out area.

(1m1)

Adequate buffer zone shall be maintained between two
consecutive mineral bearing deposit..

Buffer zone is being maintained.

(1v)

Blast vibration study shall be conducted and submitted to
the ministry within six months. The study shall also
provide measures for prevention of blasting associated
impact on near house and agriculture fields.

Control blasting is in practice. The ground
vibration 1s within safe limits as per
consultancy report prepared by CIMFR.
Only shock tubes(Non-electric) are being
used to control vibration, noise and fly
rock.

v)

Fugitive dust generation shall be controlled Fugitive dust
emissions shall be regularly monitored at location of
nearest human habitation (including schools and other
public amenities located nearest to source of dust
generation as applicable) and records submitted to the
ministry.

Only wet and day dnlling 1s being
operated.Haul and transportation roads are
properly wet with water spnnkler It is
regularly monitored.

™)

Shelter belt 1.e. wind break of 30m width and consisting
of at least 5 tires around lease facing and
school/agnculture fields(if any the vicinity) shall be
raised.

Plantation have been done around the
lease boundary and in the acquired land
area.

(vn)

Hydro-geological study of the area shall be reviewed
annually . In case advers effect of ground water quality
and quality 1s observed mining shall be stopped and
resumed only after mitigating step to contain any advers
impact on ground water 1s implemented.

Hydro-geological study is done.Ground
water quality within norms.

i)

Socio-economic survey on house hold basis for the three
revenue village(including its hamlets if any) shall be
camed out and economic package containing sustainable
income generating scheme/package shall be cumulated
and submit the same to the ministry within six months to
the this will be in addition to vocational training for
individuals 1mparted to take up self employment and
jobs..

Socio-economic study has been completed
and it already sent to ministry for
acceptance .

(1x)

Need based assessment for the near by villages shall be
conducted to study economic measures which can help 1n
upliftment of poor section of society. Income generating
projects/tools such as development of fodder farm, fruit
bearing orchards, vocational training etc. can form a part
of such programme. Company shall provide separate
budget for community development activities and income
generating programmes. This will be in addition to

Reportsubmitted(Letter
No.OMQ/HM/MM/Env./2008/768
,JDated-12.03.08) Digital processing for
year 2011 has completed .
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| employment and yobs

N ~Land use pattem of near by {ill;\éi(;g_Sl\;\ll be studied and Sl\x\l:\“ Report sul\lln;l‘l\\\ u‘ Repong
acnon plan for ahatement and compensation t‘or‘d.\m:\gk: t“\“g‘“ VHM \\lkl\l;:lt‘ 20087768 \\“\‘\;3\“‘
10 agnculre land common property land(if any) i the | No OMQ . P
- nean by villages due 1o miming activity shall be submutted | 1203 2008 Dintal - processing for the

0 the u‘ga\onnl office of the n;mistr_\‘ within - six | vear 2011 has been completed.

- months Anmuaal status of implementation of the plan and
Lc\;\cndmm: theroon shall be reportad o the reqional
;‘}_\_1_‘! 1ce of the mimistry from time to time

(x1) : Mamntenance  of  village roads  through  which | Ore 1s beng transported through company
mnsportation of ore are undertaken shall be carmied out by | roads and 18 mamtamed by ‘CO“‘P“F‘-\“
| the company regularly at its own expanses The raad shall | Techmcal study under process for making

| beblack topped roads black topped.

(xu) - Ram water han esting shall be undertaken to recharge the | R water harvesting 1n store
1 ground water sources. Status of implementation shall workshop.school butlding.mangal
| submut 10 the regional office of the mnistry within six bhawan Hospital  and  Admunistrative
| months and thereafter every year from next consequent buling  prenuse are  completed and
| year. maintened.

(xm) | Measures for prevenuon and control of soil erasion and Dumps are properly maintained and
management of silt shall be undertaken. Protection of | native trees and shrubs have been planted
dumps against erosion shall be carried out with geo textile | at dump slopes.
matting or other suitable matenal. and thick plantanons of
nauve trees and shrubs shall be camed out at the dump
slopes. Dumps shall be protectad by retaining walls.

(xav) Trenches / garland drains shall be constructed at foot of | Trenches and garland drains have been
dumps and coco filters installed at regular intenvals to | constructed around waste dumps. Check
arrest silt from being carmed to water bodies. Adequate | dams are constructed at mines water
number of Check Dams and Gully Plugs shall be discharge point. Slope plantation of the
constructed across seasonal/perennial nallahs (f any) | waste dumps have been done for slope
flowing through the ML area and silts amrested. De- silung | stability.
at regular intervals shall be carned out. Garland drain of
appropnate size, gradient and lenath shall be constructed
for both mune pit and for waste dump and sump capacity
shall be designed keeping 30% safety margin over and
above peak sudden rainfall (based on 30 vears data) and

" maximum discharge in the area adjoining the mine site.
| Sump capacity shall also provide adequate retention
penod to allow proper setting of silt matenal.
Sedimentation pits shall be constructed at comers of the
’ garland drains and desilted at regular intervals.

(xv) | Z]ro.und water 1n lhe core zone sh‘all be reggl:gly Gm\{nd water 1n the core zone i§ regularly
| monitored for contamination and depletion due to mining | monitored  for  contamination  and
§3cun'ty and records maintained. The monitoring data shall | depletion Que 10 mining activity anfi
'be submined to the regional office of the Ministry records maimtained. Monitoring data is
‘ regularly. Further, monitonng  points ~sh3!l be located | being submitted to ministry(  Report
| between the mine and drainage in the direction ‘of flow of | enclosed)

E eround water shall be set up and records maintamned. » . ‘

(xv1) E‘ultl\‘ablé waste land (within 5 km of the lease) shall_be Already planned 1 socio-economic

| | idenufied and fodder farming or other suitable productive | development plan.
| use of waste land shall be taken up in phased manner.

i Qratus of implememillxop shall be submitted to the
. f the Munstry :
— l I:;Qloun;leog:;c(:ion against dust and other environmental | A dequate  protection _measures B9
(xvnn) | ¢ eq__ e
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pollution arising due o mining activity shall be made 5o
that human habitation located near the lease (as
applicable) are nol adversely affected. The status of
implementation shall be reported to the Ministry and work
shall be completed before start of mining,

plantation and water sprinkling are being,
under taken on haul and transport roads
for protection  apainst dust and other
environmental  pollution ansing due o
mining activity.

(xvii1)

Monitoring  of  soil  samples  for  assessment . of
transformation 10 acidic state or contamination due 1o
mming activity  (as  applicable) shall e regularly
conducted and records maintained.

(xi1x)

(xx)

Transportation of ore shall be done by covering the trucks

with tarpaulin or other suitable mechanism so that no
spillage of ore / dust akes place. Transportation shall be
done only during day time. E— |
Occupational health and safety measures for the workers
including identification of work related health hazards,
tramning on malaria eradication, HIV, and health efTects on
exposure to mineral dust etc. shall be carricd out. The
company shall engage a full time qualified doctor who is
trained in occupational health. Periodic monitoring for
EXposure to respirable mineral dust on the workers shall
be conducted and records maintained including health
records of the workers. Awareness programme for
workers on impact of mining on their health and
precautionary measures like use of personal equipments
etc. shall be carried out periodically. Review of impact of
various health measures undertaken (at interval of five
years of less) shall be conducted followed by follow up
action wherever required.

Soil sampling, is being done regularly to
monitor the quality of soil,

Transportation of ore is being done during
day time and by covering the trucks with
tarpaulin,

Occupational health and safety measures
ol the workers are regularly monitored. A
full time doctor is engaged. Awareness
program is conducled time to time.
Medical camps around the mining area is
being organised. Necessary measures for
malaria eradication is being taken.

(xx1)

Top soil / solid waste shall be stacked properly with
proper slope and adequate safeguards and shal] be utilized
for backfilling (wherever applicable) for reclamation and
rehabilitation of mined out area.Top soil shall be
separately stacked for utilization later for reclamation and
shall not be stacked along with over burden.

Top Soil is stacked seperately.  Solid
waste 1s being utilized for backfilling.

(xxi1)

Over burden (OB) shall be stacked at earmarked dump
site(s) only and shall not be kept active for long period.
The maximum height of the dump shall not exceed 30 m,
each stage shall preferably be of10 m and overall slope of
the dump shall not exceed 28°. The OB dump shall be
backfilled. The OB dumps shall be scientifically vegetated
with suitable native species to prevent erosion and surface
run off.  Monitoring and management of rehabilitated
areas shall continue until the vegetation becomes self-
sustaining. Compliance status shall be submitted to the
Ministry of Environment & Forests on six monthly basis.

Overburden is being used for backfilling
the mined out area as per approved
Mining scheme.

(xxiii)

Slope of the mining bench and ultimate pit limit shall be
as per the mining scheme approved by Indian Bureau of
Mines.

Slope of the mining bench is being
maintained as per the Approved mining
scheme by Indian Bureay of Mines.

(xxiv)

Adequate plantation shall be raised in the ML area, haul
roads, OB dump sites etc. Green belt development shall be
camed out considering  CPCB guidelines including
selection of plant species and in consultation with the
local DFO / Agriculture Department. Herbs and shrubs

shall also form a part of afforestation programme besides

Adequate plantation has been done in the
Mining Lease area and haul roads as per
guidelines.
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ot be less
tree plantation. The density of the trccshs;;i]l]ilnsolve lo'cal
than 2500 plants per ha. The company s for plantation
people with the help of self group afforestation
programme. Details  of year  wise =1 o0l Bired
programme including rehabnl_nanon of min Ministry
shall be submitted to the Regional Office of the
every vyear. .
(xxv) Tegular monitoring of ground water level and ql}a!'t):
shall be carried out by establishing a network of existing
wells and constructing new piezometers during the mining
operation. The monitoring shall be carried out four times
In a year — Pre-monsoon (April-May), monsoon (August),
post-monsoon (November) and winter (January) and the
data thus collected shall be regularly sent to the Reglor}al
Office of the Ministry, Central Ground Water Authority
and Regional Director, Central Ground Water Board. _ toring Stalions have
(exvi) - [ Adequate air monitoring stations shall be installed in areas | Adequate Air Moni 5 buffer zonc
' € mine and the results of been estabhshgd in core an onitoring is
ty shall be maintained ang regularly | as per guidelines and air m e S
being done and reports are g
submitted to regional office.( Report
— | : enclosed)
(xxvii) % No waste water is being generatec_i from
! 1 ' any mining activities. Waste water is only
being  generated from washing of
equipment for which Effluent treatment
Plant has been made.

for water
itori round water |
toring of g d v aer
Z”SI': and water quality 1s b(:glgosed)
out as per guidelines.(Report €

control board.
;' (xxvii) Vehicular emissions shal] be kept under control and | Vehicular emissions  are regularly
‘ regularly monitored Veh: 1 monitored and are under control The

vehicles tRansporting  ores are covered

under Central Motor Vehicle Rules, 1989 ang 1ts with tarpauylin.

amendments. Transportation of ore shall
duning day time. The v

transportation shall be committed. The trucks
ore shall not pass through wild life sanctuary.

(xxviii) | Prior permission from the Competent Authority shal| be W
obtained for extraction of ground water, if any. A i : - extraction
) of ground Water.
(xx1x) | Action Plan with respect 1o suggestions/im

Provements and | Action

_ - ! plan with respect 1o
recommendations made during public sugg&stions/improvemems and
consultation/hearing shall be submitted to the Ministry fecommendations

oy ade duning publig
and the State Govt within six months. consultation/hearing submitted.
(xxx) | A final mine closure plan along with details of Corpus W‘Vﬂlbewbrninedm
Fund, shall be submitted to the Ministry of Environment MOEF 5 years in advance of final closure
& Forests, S years in advance of final mine closure for of mine
approval.

(xxx1) | M/s BHP/ M/s SAIL shall facilitate a vig;y of a Sub- SAIL, BSP shaj]

Group (to be constiruted_ by the Expen Appraisal Group to assess j
Commuttee) to assess the implementation of the socio | economic packag

vrecn AEAIISU UuUsSL anu vuig CLIV IIUVILLIICLINAL § 2 Sxasassacas =
| Agequarepr T Scanned by CamScanner

facilitate visit of Sut
mplementation of socio
€s under implementatior

[ (xvn)



economic packages under implementation in atleast three | in atleast three revenue villages.
revenue villages as mentioned at specific condition S,
No_ (ix) above

xxxil) | M/s BHP / M/s SAIL shall provide advance intimation | SAIL, BSP shall facilitate visit of Sub
| (for a visit of the Sub-Group) to the Ministry atleast three Group 1o assess implementation of soc_io-
months before completion of two years from the date of economic packages undqr implementation
| 1ssues of this environmental clearance. in atleast three revenue villages.
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/
/'/
B. GENERAL CONDITIONS N
,-;, Q_Q;_ General Condition Sml.us _ - \

(1) No change in mining Technology and scope of working | No change In mining Technology ang

| should be made without prior approval of the Ministry of | scope of working

o Ifyrnrvurg‘mn%inl& Forests.

(m) No change in the calendar plan including excavation, | Shall be followed.

—_| Quantum of mineral and waste should be made. : —

(1) Fugitive dust emissions from all the sources should be | All measures to avoid fl_lg"FVC dps
controlled, regularly monitored and data recorded properly. | emission is being takgn. Monitoring bein
Water  spraying armangements on haul roads, wagon | done and documentapon‘ofall parameter.
loading, dump; trucks (loading & unloading) points should | is being regularly maintained.

| be provided and properly maintained. _

() Four ambient monitoring, stations should be established in | It is established and are being maintained.

the core zone as well as in the buffer zone for RPM, SPM,
SO, NO, and CO monitoring. Location of the stations
should be decided based on the meteorological data,
topographical  features  and environmentally  and
ecologically sensitive largets in consultation with the State
Pollution Control Board.

(v) Data on ambient air quality (RPM, SPM, SO,, NOy) should | Being submitted. (Annexure-1)
be regularly submitted to the Ministry including its
Regional Office at Bhopal and the State Pollution Control
Board and the Central Pollution Control Board once in six

- months.

(v1) Adequate measures should be taken for control of noise | Noise control measure is being taken.
levels below 85 dBA in the work environment. Workers | Noise level of equipment is enclosed.
engaged 1n blasting and drilling operations of HEMM, etc., (Annexure-II).
should be provided with ear plugs/muffs

(vn) Industrial wastewater (Workshop and wastewater from | ETP has been Installed. Industrial waste
mine) should be properly collected, treated so as to | water (Workshop) and wastewater from
conform to the standards prescribed under GSR 422(E), | mine, samples are within norms as per
dated 19" May 1993 and 31" December 1993 or as | standard conditions. Oil and grease trap
amended from time to time. Oil and grease trap should be provided.
installed before discharge of workshop effluents.

(vin) | Vehicular emissions should be kept under cont(ol and | Vehicular .emissions are kept_ under
regularly monitored. Vehicles used for transporting the | control. mineral transporting vehicles are
mineral should be covered with tarpaulins and optimally | loaded optimally .
loaded. : : : i — _

(1x) Environmental laboratory should bg estabh.she_d with | In-house ‘po_lluqon monitoring is be!ng
adequate number and type of pollgnon monitoring and | done at Himri Mine and sampleg are being |
analysis equipment in consultation with the State Pollution | sent to 10C Rajhara Environmental
Control Board. . Laboratory fpr Fmalysxs. ' _

(x) Personnel working in dusty areas should wear protecn_ve OHIS of Bhilai Steel Plapt 1S carrying out

| » devises and they should also be provided with occupauQnal health surveillance. .
respiratory eV i i d health | Occupational health surveillance
adequate training and information on safety an :

) ional health surveillance programme of | Programes conducting as per norms.
aspects. Occupationa iodi b Personnel working in dusty areas are
the workers should be undertaken periodically to observe _ : _ :

due to exposure to dust and take | provided with protective  respiratory
any chtracuonS . eded devices and training & re-training
corrective measures, 1f needed. oS ite/beig oipanized:
;A_S_‘P arate environmental management cell with suitable | Separate environmental management cell
X1 ——

v :
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| the Company.

qualified personnel should be set-up under the control of a
Sentor Executive, who will report directly to the Head of

at Hirri Mines 1s in existence.

(xn) | The funds ecarmarked for environmental protection | The funds earmarked for Env. Protection
measures should be kept in separate account and should not | measures shall be kept in separate
be diverted for other purpose. Year-wise expenditure | account.
should be reported to the Ministry and its Regional Office
located at Bhopal,

(xm) | The Regional Office of this Ministry located at Bhopal | Full co-operation to the office(s) of the
shall monitor compliance of the stipulated conditions. The | Regional Office by furnishing the
project authorities should extend full cooperation to the | requisite data/information/monitoring
office(s) of the Regional Office by furnishing the requisite | reports is being extended.

o data/information/monitoring reports.

(x1v) | A copy of the clearance letter will be marked to concerned | For copy please see the prior report sent.
Panchayat/local NGO, if any, from whom and
suggestion/representation has been received while
processing the proposal.

(xv) Sate Pollution Board should display a copy of the clearance | N/A
letter at the Regional Office, District Industry Center and
Collector’s office/Tehsildar’s Office for 30 days.

(xv1) | The project authorities shall advertise at least in two local | Done

newspapers widely circulated around the project, one of
which shall be in the vernacular language of the locality
concemed within seven days of issue of the clearance letter
informing that the project has been accorded environmental
clearance and a copy of the clearance letter i1s available
with the State Pollution Control Board and may also be
seen at web site of the Ministry of Environment & Forests
at http://envfor.nic.in.and a copy of the same shall be
forwarded to the Regional office of the Ministry located in
Bhopal.
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Data of Hirri Mining Area
(Jan 2018 TO June 2018 )

Stn. | Monitoring | Statistical | Concentration (ng/m3) ]

Code | Station parameters ]
Norms RPM | SPM [NOx [SOx |CO
150.0 | 600.0 | 120.0 | 120.0 | 5000
Core Zone (Industrial Area) o
Al Average 36.80 |174.00 | 5.99 8.57 BDL
WORKSHOP My imum 13730 | 40055 | 3435 | 2328 [BDL
Minimum 550 |6.17 |0.00 |000 |BDL
A2 Average 5560 | 170.54 | 7.33 | 890 | BDL
CRUSHER Maximum | 143.70 | 380.25 | 30.14 | 28.96 | BDL
Minimum 912 |1254 |136 |2.25 |BDL
A3 Average 39.00 |150.26 | 8.10 [9.00 | BDL
QUARRY 1 Maximum | 140.20 | 415.50 | 36.86 | 25.50 | BDL
Minimum 440 [512 [000 [1.19 |BDL
A4 Average 38.76 |11925[6.00 |890 |BDL
QUARRY 4 Maximum | 116.00 | 42530 | 17.19 | 42.00 | BDL
Minimum 660 |[1015 [1.00 [050 |BDL

Buffer Zone (Industrial and mixed use Area)
Al CHHATONA | Average 64.25 |14720(5.15 [7.00 |[BDL
VILLAGE Maximum 165.00 | 330.00 | 27.15 | 2222 | BDL
Minimum 18.10 [43.00 [0.05 |0.00 |BDL
A2 RAHENGI Average 48.00 | 14320270 |[535 |BDL
VILLAGE Maximum | 149.15 | 326.00 | 10.80 | 19.25 | BDL
Minimum 417 [16.00 [0.00 |1.15 |BDL
A3 PENDIDIH Average 54.13 12095 | 3.00 6.19 BDL
VILLAGE Maximum | 137.00 | 30090 | 9.15 | 23.76 | BDL
Minimum 2.80 30.00 0.09 0.00 BDL
Ad BODSARA Average 55.50 | 159.00 | 5.10 6.00 BDL
\IILLAG E Maximum 146.00 | 305.79 | 33.10 46.00 BDL
Minimum 585 |[860 |0.00 |0.00 |BDL
AS GUEST Average 53.15 | 160.50 | 4.16 6.12 BDL
. HOUSE

Maximum | 143.70 | 300.00 | 35.70 | 4120 | BDL
Minimum 580 [9.16 |0.00 |0.00 |BDL

Note: RPM: Particle size<10pn, SPM: Particle size>10 to 100 p, .
CO : BDL (Below detectable limit)
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HIRRI DOLOMITE MINE

WORK ZONE NOISE

Date of Monitoring —

15— 18™ Jan 2018

Sl. | Location / Point/ Source Parameter Noise Level | Remark
No. Norms | Actual W
dB (A) | dB(A)
01. | Crushing Plant PPEs are
1. Primary crusher at 5 mtr. SPL 90 854 provided
2. Vibrating screen SPL 90 90.2 and used
3. Crushing plant control room | SPL 90 85.5
02. | Quarry Area
1. Ingersoll Rand drill machine
No -2
a. Operator level SPL 90 87.6
b. Ground level SPL 90 84.2
2. Ingersoll Rand drill machine
No-2 88.0 PPEs are
a. Operator level SPL 90 86.6 provided
b. Ground level SPL 90 and used
03 | Hyd. shovel No.07
a. Operator level SPL 90 85.2
b. Ground level SPL 90 80.1
04 | Hyd. shovel No. 12
a. Operator level SPL 90 86.3
b. Ground level SPL 90 76.9
05 | Tipper Operator level —
a. Tipper— CG 10 C 2292 PPEs are
b. Tipper — CG 10C 2285 SPL 90 78.8 provided
c. Tipper - CG 07C 2290 SPL 90 86.7 and used
d. Tipper - CG 10 A 2283 SPL 90 89.0
e. Tipper - CG 07 NC4158 SPL 90 873
SPL 90 854
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AMBIENT NOISE

Date of Monitoring - 15" - 18"™ Jan 2018
SI. | Location / Point / Source Parameter | Noise Level | Remark
No. \ Norms Actual
| dB (A) dB(A)
01 | Chhatona Village SPL Day — 75 55.6
Night-70 | 52.8
02 | Pendidih Village SPL Day - 75 56.4
Night-70 | 489
03 | Bodsara Village SPL Day - 75 55.7
Night-70 | 49.4
04 | Rahengi Village SPL Day — 75 56.7
Night-70 | 498
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HIRRI DOLOMITE MINE

WORK Z

Date of Monitoring -

NE NOISE

14" = 16" Feb 2018

SI. | Location / Point / Source Parameter Noise Level Remark
N, Norms | Actual
e dB (A) | dB(A
O1. | Crushing Plant 4)_1o8(2)
I. Primary crusher at 5 mtr. SPL 90 88.7 | PPEsare
2, Vlbrat.mg screen SPL 90 89.4 provided
3. Crushing plant control room SPL 90 75.9 and used
02. Quarry Area
1. Ingersoll Rand drill machine
No —4
a. Operator level SPL 90 88.4
b. Ground level SPL 90 85.6
2. Ingersoll Rand drill machine
No-5
a. Operator level SPL 90 88.8 PPEs are
b.  Ground level SPL 90 84.5 provided
and used
03 | Hyd. shovel No.07
a. Operator level SPL 90 87.6
b. Ground level SPL 90 792
04 | Hyd. shovel No. 12
a. Operator level SPL
b. Ground level SPL 90 86.6
90 757
05 | Tipper Operator level -
a. Tipper— CG 10 C2285 SPL
b. Tipper— CG 10 A 2292 SPL PPEs are
c. Tipper - CG 07 C 2290 SPL 90 86.8 provided
d. Tipper-CG 10N C 4158 SPL 90 gzg and used
e. Tipper- CG 10 C 2283 SPL 90 :
PP 90 894
90 78.7
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AMBIENT NOISE

Date of Monitoring— 14" - 16" Feb 2018

Sl. | Location / Point / Source Parameter Noise Level Remark W
No. Norms Actual
dB (A) dB(A)
01 | Chhatona Village SPL Day — 75 543
Night - 70 48.7
02 | Pendidih Village SPL Day — 75 55.6
Night - 70 48 4
03 | Bodsara Village SPL Day — 75 55.7
Night - 70 489
04 | Rahengi Village SPL Day — 75 573
Night - 70 49 4

Scanned by CamScanner




Scanned by CamScanner



