J-11015/57712007 1A. 1l (M)
Government of India
Ministry of Environment & Forests

i .

.Paryavaran Bhavan, C.G.O. Complex,
S Gy b Lodi Road, New Delhi-110003.
| " Dated: February 05, 2009

/M/s Bhillai Steel Plant/ M/s Steel Authority of India Ltd.
Hirri-Dolomite Mine, ' §

. Distt. Bilaspur — 495222 . b S
Chhattisgarh.- =~ : $ : e

Sub: ExpaiiéiBhﬁéf,Hirri E?plpmitggh_ﬂiné (ML-area 128.77 ha) from 1.0 to 2.0 MTPA; at
- village Hirri, in {Takhtpur ' Taluk,in ‘Bilaspur Distt, in -Chhattisgarh - reg.

-Environmental Clearance .
Sir, P AT : .

The undersigned-is directed to refer to your letter dated 06.11.2008, on the above
. mentioned subject. Th r(flinistry of Environment and Forests has examined the application.

/

2. "It has been Aoted
1.0 to 2.0 MTPA. The mine
Bhillai Steel Plant which is lo
mining from 1.0 MTPA to 2.
" ha is govt. revenue land

at the proposal is for expansion of Dolomite mining capacity from
has been in operation since the last 1959 and is captive to M/s
cated 135 Kms away. The proposal is for expansion of Dolomite
0 MTPA.'The mining lease area is 128.77 ha, out of which 65.89

running across or near the lease. There are no Wildlife Sanctuaries, National Parks, Tiger /
Elephant Reserves, Heritage sites etc. within 10 km of the lease boundary. There are no
reserve [forests within 10 km from the lease boundary. No relocation and rehabilitation of
rves are 20.92 MT. At |

4

ue to _ round water development i
17.46 %; (iii) adverse impact on e tf;le;e ?s \nzogea?tgt (l)s%
ground water potential in the area The report recommends s ste itori

J : . matic monitor
ground water regime and accordin [ ‘ e

- ted. Approval ining Pla
(including mine closure Plan) was obtained from IBM on~13.06 ZO%EF P?Jbtl.ioc:r rl\\mmpg o
conducted on 26.08.2008, Cost of the Project will be Rs 13.0 Crores ' i A

b3 The project has béen. considered i

N accordance ‘with the provisions of the EIA

notification issued by the "r\,:/linistry of Environment & Forests vide S.0 1533 (E). dated

September 14, 2006.

i
-
d

1 ,

]

i . ,. - 1

Séannéd by CamScanner




- 4,

of Environmént and Forests hereby accords environmental,clearanc‘e_ t
under the provisions of EIA notification dated September 14, 2006, sukject

y.
| 2nd others, the Ministry

to the above project
.ct to the compliance

Based on the information submitted by you, as at Para 2 above

> ' of the following Specific and General conditions:

i) -

vii)

viii)

Specific conditions:

area is worked.! ;

LYY : .

“No two pits shall'be simultanéously worked i.e before the first pit is exhausted and

reclamation work completed, no mineral bearing area shall be worked.

woa, -

After exhausting the first mine pit and before starting mining operations in the next pit,

reclamation and plantation works in the exhausted pit shall be coni'lpleted so as to
ensure that reclamation, forest cover and vegetation are visible during -_th_e ﬁ(st year of
mining operations in"the;next pit. This process.will follow till the’ Iast_-'pit_._ls_, exhaustfad.
Adequate rehabilit‘atibq of mined pit shall be co'mpletedlbefore‘?nyore bearing
Adequate buffer zone shall be maintained between two consecutive mineral bearing
deposits.

Blast vibrations study shall be conducted and submitted to the Ministry within six
«.onths. The study shall also provide measures for prevention of blasting associated
impact on nearby houses and agricultural fields.

- Fugitive dust generation.shall be controlled. Fugitive dust emission shall be regularly

monitored at locations of nearest human habitation (including schools and other public

- amenities located nearest to sources of dust generation as applicable) and records

submitted to the Ministry. :

Shelter belt‘i.'e_}Wind Break of 30 m width and consisting of at least 5 tiers around lease
facing the school / agricultural fields (if any in the vicinity) shall be raised.

Hydro-geological study of the area shall be reviewed annually. In case adverse effect
on ground water quality and quantity is observed mining shall be stopped and resumed
only after mitigating jsteps to contain any adverse impact onl ground water is
implemented. ; : |

Socio-economic sur;/ey on house ho!d basis for the nearest three revenue
villages (including its hamlets if any) shall be carried out and economic package
containing sustainable income generating schemes/ packages shall be
" mutated and submit the same to the Ministry within six months to the
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J
. This will be in addition to vocational tr

_ aining for individuals imparted to take up self
employment and jobs. \ 7

xi)

: #

Lar@—use pattern of the nearby villages shall be’studied and-action plan for abatement

an?- compensation for darr.\a.ge to agricultural land/ common property land (if any) in the

neary mll.ag.es._due to mining activity shall be submitted to the Regional office of the

Mlq;§.tw within six months. Annual status of implementation of the plan and expenditure

thete.on shall be reported to the Regional Office of the Ministry from time to time.

xii)  Maintenance of village roads through which transportation of ores are undertaken shall
' tt)e cagled out by the company regularly at its own expenses. The roads shall be black

opped. :
Xiii) - Rain watgr -harvesting shall be undertaken to recﬁ‘arge the ground water source.
Status of implementation shall be submitted to the

. 5 Regional Office of the Ministry within
-8Ix months and thereafter every year from the next consequent ysar. -

Xiv) Measures for _pfevention and control of soil ero
undertaken. Protection of dum

sion and management of silt shall be
matting cr

ps against erosion shall be carried out with geo textile
ther suitable material, and thick plantations of native trees and shrubs shall
be carried out at the dump slopes. Dumps shall be protected by retaining walls.

Trenches / garlénd drains shall be constructed at foot of dumps and coco filters
installed at regular intervals to arrest silt from being carried to water bodies. Adequate
number- of Check Dams and Gully Plugs shall . be constructed across

seasonal/perennial nallahs (if any) flowing through the ML area and silts arrested. De-
silting at regular intervals shall be carried out. ' ' .

Garland drain of appropriate size, gradient and length shall be constructed for both
mine pit and for waste dump and sump capacity shall be designed keeping 50% safety
~ margin over and above peak sudden rainfall (based on 50 years data) and maximum
discharge in the area adjoining the mine site. Sump capacity shall also provide
adequate retention period to allow proper settling of silt material. Sedimentation pits

shall be constructed at the corners of the garland drains and de-silted at regular
intervals.

xvi) Ground water in the core zone shall be regularly monitored for contamination and

depletion due to mining activity and records maintained. The monitoring data shall be
submitted to.the regional office of the Ministry regularly. Further, monitoring points shall

be located between the mine and drainage in the direction of flow of ground water shall
be set up and records.maintained.

/xil) - Cultivable waste.land (within 5 km of the lease) shall be identified and fodder farming
£ or other suitable productive use of waste land shall l?e taken up in phased manner.
Status of implementation shall be submitted to the Regional office of the Ministry

Adequate protection against dust and other environmental pollution arising due to
A mini?]g actiF\)/ity shall be made so that human habitation located near the lease (as

applicable) are not adversely affected. The status of implementation shall be reported
to the Ministry and work shall be.completed before start of mining.
: s
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XXi)

xxiii)

xxiv)

xxv)

XxVi)
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‘ s A% TR | oot cidic state or
o B o e o ?,ﬁ;w (as applicable) shall be regularly conducted and
records maintained:] - :

b3

ransportati - i ith tarpaulin or other
T tion fbreshallbedonebycovenngﬂne_trudzsw:t ¢ 9,
suitable mecl'na:ism so that no spillage of ore / dust takes place. Transportation:shall
be deone only during day time. ’ Porg s ;

- Octupational health and safety measures for the workers including identification of

werk Telated health hazards, training on malaria eradication, HIV,.and health effeets on

" @xposure to mineral dust ete. shall be carried out. The company shall engage a full

time qualified  doctor who is trained in occupational health. Periodic menitoring for
exposure to respuabaéminml dust on the-workers shall be’ conducted and records
maintained ‘including ‘health- records of the: workers. - - AWwareness- programme for
workers on impact of mining on their health and precautionary fheasures like use of
personal equipments ete. shall be carried out periodically. Review of impact of various
health measures undertaken (at interval of five years of less) shall be conducted
followed by follow up action wherever required. ' :

Top soil / solid waste shall be stacked properly with proper slope and adequate
safeguards and shali be utilized for backfilling (wherever applicable) for reclamation
and rehabilitation of mined out area, Top soil shall be separately stacked for utilization
later for reclamation and shall not be stacked along with over burden, ’
[
Over-burden (OB) shall be stacked at earmarked dump site(s) only and shall not be
kept active for long period. The maximum height of the dump shall net exceed 30 m,
each stage shall preferably be of 10 m and overall slope of the durmp shall net exceed
28°. The-OB dump shall be backfilled. The OB durmps shall be scientifically vegetated
with suitable native species to prevent erosion and surface run o

.

" Moniféring and management of rehabilitated areas shall continue until the Vegetation
"becomes sell-sustaining. Compliance status shall be submitted to the Ministry of

Environment & Forests on six monthly basis.

approved by Indian Bureau of Mines.
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e e BUadage gb e by : : | :
Slope of the mining; bench and ultimate Pit limit shall be as per the mining scheme

Adequate plantation shall be raised in the ML area, haul roads, OB dump sites etc
Green belt development shall be carried out considering CPCB guidalines Includlné
selection of plant species and in consultation with the Tocal culture
Department. Hetbs and shrubs shall also form a part of

besides tree plantation. The density of the trees shall not be less tha

: i n 2500 plants per
ha. Th_e company shall, involve local people with the hel e |
plantation programme.

rehabilitation of mined out
every year. '
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